CLAIM AMENDMENTS 

1-20 (Canceled) 

21. (Previously Presented) A disc tumbler lock comprising: 
a lock case, 

a first gripping structure provided stationarily in the lock 

case , 

a bolt that is located at least partially within the lock case 
and is displaceable relative to the lock case by a key of the lock in 
an opening direction from a first position in which a head of the bolt 
protrudes from the lock case to a second position in which the head of 
the bolt is at least partially retracted relative to the first 
position of the bolt, 

a plurality of locking discs each formed with a locking channel, 
the locking discs being displaceable by the key of the lock against a 
spring force from a locked position to an open position to open the 
lock, 

a locking pin dependent on movement of the bolt and cooperating 
with the locking channels of the locking discs, and 

stationary guiding members for guiding displacement of the 
locking discs, 

and wherein at least one of the locking discs is provided with a 
second gripping structure and is turnable about a first of said 
stationary guiding members between a position in which said one 
locking disc engages a second of said stationary guiding members and 
the second stationary guiding member prevents movement of said one 
locking disc in a direction opposite said opening direction and guides 
displacement of said one locking disc from the locked position to the 
open position, and a position in which the second gripping structure 
cooperates with the first gripping structure to prevent displacement 
of said one locking disc towards the open position. 

22. (Previously Presented) A lock according to claim 21, wherein 
said one locking disc is spring loaded to the position in which said 
one locking disc engages the second stationary guiding member. 

23. (Previously Presented) A lock according to claim 21, wherein 
the spring force that resists displacement of said one locking disc by 
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the key urges said one locking disc to the position in which said one 
locking disc engages the second stationary guiding member. 

24. (Previously Presented) A lock according to claim 21, wherein 
the gripping structure provided on said one locking disc comprises a 
first gripping structure and the stationary counter structure 
comprises a second gripping structure. 

25. (Previously Presented) A lock according to claim 21, wherein 
the spring force that resists displacement of the locking discs by the 
key of the lock urges the locking discs toward a bottom region of the 
lock case, and the stationary counter structure is provided at the 
bottom region of the lock case. 

26. (Previously Presented) A lock according to claim 21, wherein 
the second stationary guiding member guides displacement of the bolt 
relative to the lock case by the key of the lock. 

27. (Previously Presented) A lock according to claim 21, wherein 
the lock case comprises a front plate formed with an opening through 
which the head of the bolt protrudes when the bolt is in the locking 
position, said one locking disc has an outer peripheral surface that 
engages the second stationary guiding member when the second 
stationary guiding member guides displacement of said one locking 
disc, the bolt is formed with a slot extending perpendicular to the 
front plate of the lock, and the second stationary guiding member 
comprises a pin that passes through the slot and guides displacement 
of the bolt relative to the lock case. 

28. (Previously Presented) A lock according to claim 21, wherein 
the lock case comprises an elongate front plate formed with an opening 
through which the head of the bolt protrudes when the bolt is in the 
locking position, and the locking channels of said one locking disc 
are positioned at substantially the same location as the gripping 
structure relative to the longitudinal direction of the front plate. 

29. (Previously Presented) A lock according to claim 21, wherein 
the lock case comprises an elongate front plate formed with an opening 
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through which the head of the bolt protrudes when the bolt is in the 
locking position, the gripping structure extends over a range of 
positions in a direction parallel to the longitudinal direction of the 
front plate, and the locking channels of said one locking disc are 
positioned within said range of positions. 

30. (Previously Presented) A lock according to claim 21, wherein 
the lock case includes guide means for guiding displacement of the 
bolt in predetermined first and second opposite directions and the 
locking pin is secured to the bolt and projects into the locking 
channels . 
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